file_0.png

file_1.wmf


OPERATION AND MAINTENANCE INSTRUCTIONS

Grilles, Diffusers and Louvres
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Thank you for your recent purchase of Gilberts Air terminal devices. We are pleased to provide the following information and guidelines for future maintenance and cleaning.

MAINTENANCE
Since Grilles, Diffusers and Louvres are normally static products there is no requirement for periodic maintenance and spares are not normally required. All motors or actuators (where fitted) are sealed for life units and have no user serviceable parts.

CLEANING
Polyester Powder is an organic coating that needs to be cleaned and maintained regularly to ensure that the decorative and protective properties are retained. The recommended cleaning frequency for an Air Terminal device will vary dependent upon a number factors such as its location (internal or external) and its environment i.e. swimming pool, factory, laboratory etc.

The best method of cleaning is by regular washing of the surface using a solution of warm water and mild detergent. All surfaces should be cleaned using a soft cloth or sponge, using nothing harsher than natural bristle brushes. If the Air Terminal is heavily soiled and normal cleaning is insufficient then white spirit may be used sparingly.

The frequency of cleaning also depends, in part, on the standard of appearance that is required as well as the requirements to remove deposits that could, over an extended period of time, cause damage to the finish.

In more corrosive environments i.e swimming pools, the suggested frequency of cleaning is at 6 monthly intervals. However where there is high atmospheric pollution or an extremely hazardous atmosphere the period between cleaning should be reduced.

Where the atmosphere is deemed to be non hazardous, e.g. normal internal or external environment, then the period between cleaning can be extended up to 12 months. If heavy soiling occurs more regular cleaning is, of course, required.

Cleaning Regime
Normal Internal or External Environment - Clean and check every 12 months
Swimming & Leisure Pools - Clean and check every 6 months

Do not under any circumstances use strong solvents or solutions containing:
Chlorinated Hydrocarbons
Esters
Ketones
Abrasive Cleaner or polish
Mill Finish: For unpainted mill finish grilles and louvres please be aware that natural aluminium will resist corrosion in a clean atmosphere however the natural process of oxidisation will gradually dull the surface appearance. The oxidised layer is a tough durable film that makes the unit highly resistant to further corrosion. Grille cleaning will not prevent oxidisation and this oxidised layer can also rub allowing the possibility of transfer to surrounding surfaces. 

GRILLE, DIFFUSER AND LOUVRE DISPOSAL
Gilbert grille, diffuser and louver products are principally fabricated from aluminium extrusion with some steel sub-components either in mild, stainless or galvanized form.  Foam gasket is also applied to the back of the flanges and the surface paint finish is a Polyester Power coat.  None of the materials used in construction are considered harmful either for re-cycling or disposal.
The metal components of the product are suitable for painted metal re-cycling however please be aware that unless dismantled the steel and aluminium components for each unit will not be separated.

WARRANTY
All of our grille, diffuser and louvre products carry a full one year warranty from date of supply.

SERVICE LIFE
Since the products are static in nature life expectancy comes down either to the longevity of the finish or, if repainting is acceptable, simply longevity of the material itself and the ability of constructional joints such as rivets or welds to withstand years of low level vibration.
In a typical indoor environment and cleaning regime the powder coating itself should 
last 25 years or more. Even where the finish does eventually deteriorate the product
can be over painted or refinished. With building life open ended it may be ambitious 
to suggest the product could last the life of the building however we would at least 
suggest that the product could remain serviceable up to a major refurbishment cycle

LITERATURE
Acrobat .pdf files of the datasheets for all of our products are available either by e-mail or by download from the Gilberts Product Catalogue section of our Website at www.gilbertsblackpool.com . 
The pdf documents are unlocked for editing allowing you, according to your preference, to extract all or part of the documents into your own manuals. 
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